ABA CHAPTER 2: SCOPING REQUIREMENTS ARCHITECTURAL BARRIERS ACT: SCOPING

F206.4.5 Tenant Spaces. At least one accessible entrance to each tenancy in a facility shall comply
with 404.
EXCEPTION: Self-service storage facilities not required to comply with F225.3 shall not be
required to be on an accessible route.

F206.4.6 Residential Dwelling Unit Primary Entrance. In residential dwelling units, at least one
primary entrance shall comply with 404. The primary entrance to a residential dwelling unit shall not
be to a bedroom.

F206.4.7 Restricted Entrances. Where restricted entrances are provided to a building or facility, at
least one restricted entrance to the building or facility shall comply with 404.

F206.4.8 Service Entrances. If a service entrance is the only entrance to a building or to a tenancy
in a facility, that entrance shall comply with 404.

F206.4.9 Entrances for Inmates or Detainees. Where entrances used only by inmates or
detainees and security personnel are provided at judicial facilities, detention facilities, or correctional
facilities, at least one such entrance shall comply with 404.

F206.5 Doors, Doorways, and Gates. Doors, doorways, and gates providing user passage shall be
provided in accordance with F206.5.

F206.5.1 Entrances. Each entrance to a building or facility required to comply with F206.4 shall
have at least one door, doorway, or gate complying with 404.

F206.5.2 Rooms and Spaces. Within a building or facility, at least one door, doorway, or gate
serving each room or space complying with these requirements shall comply with 404.

F206.5.3 Transient Lodging Facilities. In transient lodging facilities, entrances, doors, and
doorways providing user passage into and within guest rooms that are not required to provide
mobility features complying with 806.2 shall comply with 404.2.3.
EXCEPTION: Shower and sauna doors in guest rooms that are not required to provide mobility
features complying with 806.2 shall not be required to comply with 404.2.3.

F206.5.4 Residential Dwelling Units. In residential dwelling units required to provide mobility
features complying with 809.2 through 809.4, all doors and doorways providing user passage shall
comply with 404.

F206.6 Elevators. Elevators provided for passengers shall comply with 407. Where multiple elevators
are provided, each elevator shall comply with 407.

EXCEPTIONS: 1. In a building or facility permitted to use the exceptions to F206.2.3 or permitted
by F206.7 to use a platform lift, elevators complying with 408 shall be permitted.
2. Elevators complying with 408 or 409 shall be permitted in multi-story residential dwelling units.

F206.6.1 Existing Elevators. Where elements of existing elevators are altered, the same element
shall also be altered in all elevators that are programmed to respond to the same hall call control as
the altered elevator and shall comply with the requirements of 407 for the altered element.




